Technical data | Tehnicni podatki
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Size

Velikost

(mm)

| 450
w200
h 310 (25)*

| 650
w250
h 310 (25)*

| 850
w300
h 310 (25)*

Weight nﬂ)‘ (Aw) Upto
Teia Do visine
(kg) (m)

3,7 0,0m 5

6,3 0,016 9

10,1 0,021 12

* HighTwith bracket (Hight withaw bracker) V&ina s nosicem visina brer nosilcs)

Wiring diagram | Vezalna shema
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Recommended block terminal (WAGD 294-5413)
Priporotjiva hitra sponka (WAGO 294-5413)
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Recommended block terminal (WAGD 294-5413)
Priporctljiva hitra sponka (WAGOD 254-5413)

Instalation | Montaza

Adjust an angel of lamp position
and tighten the screw with 10 Nm

Nastavite kot svetilke
in privijotite vijak z 10 Nm
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The length of the cable is conditioned
by the corresponding lamp (5- 6 m, M-8 m, L-10 m)

Dolzina prikijucnega kabla je
pogajena ustrezni svetailki (5- 6 m, M-8 m, L-10m)

Tourgue for M8 srews - 10 Nm

Navorza M8 vijoke - 10 Nm
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Location of LED power supply
The LED power supply with protection can be
installed inside the pole or in adapter for pole.

Location of LED power supply
The LED power supply with protection can be
installed inside the pole or in adopter for pole.

Electrical connection values
vrednosti elektriéne povezljivosti

5 max. 700ma4 | F - 36
M max. 920maA / Fv - 80V
L max. 920maA j Fv - 120V

Required LED power supply
Potrebni LED napajalniki

Contact us for the exact power values
Z notancne vrednasti parabe nas kontaktimjte

4wWo1Bw 30w 50w 70W 80W 100w

5 600229 600025 60015 - - - -

600138 600035 - -

60024 600042
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Instalation diameter option
MoZni premeri namestitve
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